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IMA: -0.181 -0.026 MM 

SPOT DIAGRAM 

SPOT AT FRONT SURFACE OF SOS COLLECTION LENS 
TUE FEB 1 7 2004 UNITS ARE MICRONS. 
FIELD : 1 

RMS RADIUS : 664.024 
GEO RADIUS : 1402.29 

SCALE BAR : 4000 REFERENCE : CHIEF RAY 
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SPOT AT SOS SENSOR WITH SPHERICAL COLLECTION LENS (NO ROTATION CORRECTION) 
TUE FEB 17 2004 UNITS ARE MICRONS. 
FIELD 1 
RMS RADIUS : 1 37.542 
GEO RADIUS : 327.972 

SCALE BAR 500 REFERENCE : CHIEF RAY 
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SPOT DIAGRAM 

SPOT AT SOS SENSOR WITH SPHERO-CYLINDRICAL COLLECTION LENS - NO ROTATION 
TUE FEB 1 7 2004 UNITS ARE MICRONS. CORRECTION 
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FIG.8C 
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SPOT DIAGRAM 

SPOT AT SOS SENSOR WITH SPHERO-CYLINDRICAL COLLECTION LENS - INCLUDING LENS 

TUE FEB 1 7 2004 UNITS ARE MICRONS. ROTATION CORRECTION 
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FIG.8D 
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SPOT DIAGRAM 

EOS SPOT AT FRONT SURFACE OF SPHERO-CYLINDRICAL COLLECTION LENS 
MON FEB 23 2004 UNITS ARE MICRONS. 
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SPOT DIAGRAM 

EOS SPOT AT SENSOR WITH SPHERICAL COLLECTION LENS (NO ROTATION CORRECTION) 
TUES FEB 1 7 2004 UNITS ARE MICRONS. 
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SPOT DIAGRAM 

EOS SPOT AT SENSOR WITH SPHERO-CYLINDRICAL COLLECTION LENS (NO ROTATION 
TUES FEB 17 2004 UNITS ARE MICRONS. CORRECTION) 
FIELD : 1 

RMS RADIUS : 44.110 
GEO RADIUS : 99.905 

SCALE BAR 500 REFERENCE : CHIEF RAY 



FIG. IOC 



U.S. Appl No.: 10/808,131 
Inventor: Cannon et al. 
Sheet 17 of 19 

Title: Laser Scanning Unit Having A Sensor... 



OBJ: 0.0000 0.0000 DEG 



500.00 
MICRONS 



52a 



SCAN 


DIRECTION 




— ^~ Apo 




: ' 



IMA: -0.004 0.053 MM 



SPOT DIAGRAM 

EOS SPOT AT SENSOR WITH SPHERO-CYLINDRICAL COLLECTION LENS AND LENS ROTATION 
TUES FEB 1 7 2004 UNITS ARE MICRONS. CORRECTION 
FIELD : 1 
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SCALE BAR : 500 REFERENCE : CHIEF RAY 
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